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102  UNIT 3&4 AS BUILTDRAWING ID:

PROJECT DETAILS:

CLIENT DETAILS:

ARCHITECT DETAILS:

REVISION NUMBER:    

#Client Full Name
#Client Full Address

#Client Postal Box
#Client E-mail

#Client Phone Number

MR DESMOND HENRY HOWARD
HOWARD KROGH ARCHITECTS

#Contact Full Address
#Contact Postal Box

DES@HH.NA
+264811240095

001 HARBOUR VIEWS
ERF 183

#Site Full Address
4098.04
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110mm STACK WITH OVERFLOW 
GULLEY & VENT. VALVE

SF04

110mm STACK 
VENT VALVE

DRAINAGE PIPES 
UNDER BUILDING TO 
BE CAST IN 300mm 
CONCRETE SURROUND

110mm STACK WITH OVERFLOW 
GULLEY & VENT. VALVE

SF04

PRE-CASTED CONCRETE 
STAIRS TO ENG. DESIGN 

AND DETAIL.
TREAD: 270mm
RISER: 180mm

50mm SLEEVE 
FOR GAS LINE

GAS BOTTLE ENCLOSURE GAS BOTTLE INSTALLATION 
TO BE DONE IN STRICT ACCORDANCE WITH SANS 

REGULATIONS.

110mm STACK 
VENT VALVE

DRAINAGE PIPES UNDER BUILDING 
TO BE CAST IN 300mm CONCRETE 
SURROUND

DRAINAGE PIPES 
UNDER BUILDING TO 
BE CAST IN 300mm 

CONCRETE SURROUND

STAINLESS STEEL CABLE 
RAILING SYSTEM TO ENG. 

DESIGN AND DETAIL
STEEL CABLES 150mm 

APART

STAINLESS STEEL CABLE 
RAILING SYSTEM TO ENG. 

DESIGN AND DETAIL
STEEL CABLES 150mm 

APART

110mm SEWER 
PIPE IN SLAB

WITH 50mm VENT. 
PIPE CASTED IN 

CONCRETE 110mm STACK 
VENT VALVE

110mm STACK WITH 
OVERFLOW GULLEY & 

VENT. VALVE

GAS BOTTLE ENCLOSURE GAS BOTTLE INSTALLATION 
TO BE DONE IN STRICT ACCORDANCE WITH SANS 

REGULATIONS.

50mm SLEEVE 
FOR GAS LINE
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PURPOSE MADE WASHLINE

ALUMINIUM RIBBED 
SECTIONAL 

OVERHEAD GARAGE 
DOOR

110mm HEAVY DUTY uPVC

DRAINAGE PIPE, FALL 1:40
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SEWER LINE TO CONNECT TO MANHOLE 
AS INDICATEDED ON SITE PLAN
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GARDEN 
TAP
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UNIT 3 UNIT 4
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SF06

SF01

SF01 SFO3

SFO3

SF07

110mm SEWER 
PIPE IN SLAB
WITH 50mm VENT. 
PIPE IN WALL

SF06

STAINLESS STEEL CABLE 
RAILING SYSTEM TO ENG. 
DESIGN AND DETAIL
STEEL CABLES 150mm 
APART

BATHROOM TO BE 
VENTILATED FROM 
WINDOW ABOVE 
AS PER SECTION A

110mm SEWER PIPE IN SLAB
WITH 50mm VENT. PIPE CASTED IN 

CONCRETE

SF06

SF06

SF01

SF01
SFO3

SFO3

SF07

110mm SEWER PIPE IN SLAB
WITH 50mm VENT. PIPE IN 
WALL

SF06

PRE-CASTED CONCRETE 
STAIRS TO ENG. DESIGN 

AND DETAIL.
TREAD: 270mm
RISER: 180mm

STAINLESS STEEL CABLE 
RAILING SYSTEM TO ENG. 

DESIGN AND DETAIL
STEEL CABLES 150mm 

APART

BATHROOM TO BE 
VENTILATED FROM WINDOW 

ABOVE AS PER SECTION A

110mm SEWER 
PIPE IN SLAB

WITH 50mm VENT. 
PIPE CASTED IN 

CONCRETE

NUTEC FIBER CEMENT 
PANNEL SCREWED 

ONTO TIMBER FRAME

NUTEC FIBER CEMENT 
PANNEL SCREWED 

ONTO TIMBER FRAME
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ROOF CONSTRUCTION:
2.5º Pitch. IKO TOP LAYER ONTO IKO DUO UNDER FELT, FIXED 
ONTO 22mm T&G EXPOSED CEILING BOARDS ON 297x70mm 
SOLID TIMBER RAFTERS @900mm CENTRES BUILT INTO WALLS 
BOTH SIDES. ENDS OF RAFTER WRAPPED WITH PLASTIC PRIOR 
TO BUILDING INTO WALL.

(Truss design to be confirmed by specialist)

ROOF CONSTRUCTION:
2.5º Pitch. IKO TOP LAYER ONTO IKO DUO UNDER FELT, FIXED 
ONTO 22mm T&G EXPOSED CEILING BOARDS ON 228x50mm 
SOLID TIMBER RAFTERS @900mm CENTRES BUILT INTO 
WALLS BOTH SIDES. ENDS OF RAFTER WRAPPED WITH 
PLASTIC PRIOR TO BUILDING INTO WALL.

(Truss design to be confirmed by specialist)

ROOF CONSTRUCTION:
15º Pitch. IKO TOP LAYER ONTO IKO DUO UNDER FELT, FIXED 
ONTO 22mm T&G EXPOSED CEILING BOARDS ON 152x65mm 
SOLID TIMBER RAFTERS @900mm CENTRES BUILT INTO 
WALLS BOTH SIDES. ENDS OF RAFTER WRAPPED WITH 
PLASTIC PRIOR TO BUILDING INTO WALL.

(Truss design to be confirmed by specialist)

ROOF CONSTRUCTION:
2.5º Pitch. IKO TOP LAYER ONTO IKO DUO UNDER FELT, FIXED 
ONTO 22mm T&G EXPOSED CEILING BOARDS ON 297x70mm 

SOLID TIMBER RAFTERS @900mm CENTRES BUILT INTO WALLS 
BOTH SIDES. ENDS OF RAFTER WRAPPED WITH PLASTIC PRIOR 

TO BUILDING INTO WALL.

(Truss design to be confirmed by specialist)

ROOF CONSTRUCTION:
2.5º Pitch. IKO TOP LAYER ONTO IKO DUO UNDER FELT, FIXED 
ONTO 22mm T&G EXPOSED CEILING BOARDS ON 228x50mm 

SOLID TIMBER RAFTERS @900mm CENTRES BUILT INTO 
WALLS BOTH SIDES. ENDS OF RAFTER WRAPPED WITH 

PLASTIC PRIOR TO BUILDING INTO WALL.

(Truss design to be confirmed by specialist)

ROOF CONSTRUCTION:
15º Pitch. IKO TOP LAYER ONTO IKO DUO UNDER FELT, FIXED 
ONTO 22mm T&G EXPOSED CEILING BOARDS ON 152x65mm 

SOLID TIMBER RAFTERS @900mm CENTRES BUILT INTO 
WALLS BOTH SIDES. ENDS OF RAFTER WRAPPED WITH 

PLASTIC PRIOR TO BUILDING INTO WALL.

(Truss design to be confirmed by specialist)
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DRAINAGE LEGEND:

IE: INSPECTION EYE
CE: CLEANING EYE

LRB: LONG RADIUS BEND
S/S: SOIL STACK & VENT VALVE
RWDP: RAIN WATER DOWN PIPE

SWP: STORM WATER PIPE

DEVELOPMENT DATA:
ZONING: GENERAL RESIDENTIAL

ERF SIZE: 4098.00m²

TYPICAL UNIT
GROUND FLOOR PLAN: 77.52m²

FIRST FLOOR PLAN: 72.14m²
GUEST BEDROOM: 16.38m²

GARAGE: 64.90m²

TOTAL: 230.94m²

COVERAGE AREA: 
PERMISSABLE COVERAGE:  50%
ACTUAL COVERAGE:            47%

VENTILATION SCHEDULE - UNITS 7-15

ROOM NAME AREA M² WINDOW 
AREA

OPENING 
AREA

GLASS 
%

OPENING 
%

WC

GUEST BATHROOM

GUEST BEDROOM

KITCHEN,SCULLERY 
DINNING ROOM,

TV/LOUNGE

BATHROOM

MAIN BEDROOM, 
DRESSER, M.E.S.

2.33m²

4.01m²

12.58m²

67.95m²

4.90m²

29.84m²

0.00m²

3.16m²

6.68m²

35.36m²

0.19m²

18.94m²

0.79m²

0.79m²

3.34m²

17.98m²

0.19m²

9.47m²

0% 86%

79%

53%

52%

4%

63%

20%

27%

26%

4%

32%

BEDROOM 1&2 14.07m² 7.06m² 4.03m² 50% 27%

1 GROUND FLOOR PLAN 1:100 1 FIRST FLOOR 1:100
1 2. ROOF LEVEL 1:100


